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Abstract (en)
The invention relates to an external door handle of a motor vehicle with a sealing section 7 between the edge 5 of the handle rear side bearing
against the outside of the door and the door outer panel 4, there projecting on the section side facing away from the door outer panel 4 a tongue 9
which extends over the entire section length and the end edge 9a of which points outwards and which can be bent by means of the applied pressure
of the edge 5 of the grip rear side in such a manner that the end edge 9a comes to bear on the outer end face or narrow side 12 of the section 7
and/or on the door outer panel 4. <IMAGE>

Abstract (de)
Die Erfindung betrifft einen Türaußengriff eines Kraftfahrzeuges mit einem Dichtprofil 7 zwischen dem Rand 5 der an der Türaußenseite anliegenden
Griffrückseite und dem Türaußenblech 4, wobei auf der Profilseite, die dem Türaußenblech 4 abgewandt ist, eine sich über die gesamte Profillänge
erstreckende Zunge 9 vorspringt, deren Endrand 9a nach außen weist und die durch den Anpreßdruck des Randes 5 der Griffrückseite derart
biegbar ist, daß der Endrand 9a an der äußeren Stirnseite bzw. Schmalseite 12 des Profils 7 und/oder an dem Türaußenblech 4 zur Anlage gelangt.
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