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Abstract (en)
A packaging device serves to continuously separate packages from chains of interconnected packages. It comprises a frame in which the chain (2)
of packages comprising equidistant package regions and regions connecting the latter, can be guided along a predetermined path. Several cutters
(16) are provided which are arranged at a distance from the connecting regions of the chain (2) of packages and are movable along the latter at
the same speed and which can be brought into engagement in the direction perpendicular to the chain of (2) packages with the connecting regions
thereof for severance thereof. <IMAGE>

Abstract (de)
Eine Verpackungsvorrichtung dient zum kontinuierlichen Vereinzeln in einer Kette zusammenhängender Verpackungsbehälter. Sie besteht
aus einem Gestell, in dem die aus gleichbeabstandeten Behälterbreichen und diese verbindenden Verbindungsbereichen bestehende
Verpackungsbehälterkette (2) längs einer vorgegebenen Bahn führbar ist. Es sind mehrere Messer (16) vorgesehen, die im Abstand der
Verbindungsbereiche der Verpackungsbehälterkette (2) angeordnet und längs dieser mit derselben Geschwindigkeit bewegbar sind und die in
Richtung senkrecht zur Verpackungsbehälterkette (2) mit deren Verbindungsbereichen zu deren Durchtrennung in Eingriff bringbar sind.
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