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Abstract (en)
[origin: WO9003830A1] Front clamp with two lateral rectangular levers (315a, 315b) which can swing out against the force of a releasing spring
(306), arranged in a housing (305) and through which extends a drawbar (307). A simple way to cause the releasing spring (306) to be pretensioned
in the case of a backward twisting fall, thereby reducing the effort of the swingable rectangular lever (315a or 315b), the two shorter arms of the
rectangular levers (315a, 315b) are actuated by an angular intermediate lever (310) carried in the lower part of the housing (305) on a first swivelling
axis (309) via the drawbar (307) of the releasing spring (306).

Abstract (fr)
Mâchoire antérieure de fixation dotée de deux leviers coudés (315a, 315b) qui peuvent pivoter contre la force d'un ressort de déclenchement
(306) logé dans une enveloppe (305) et traversé par un tige de traction (307). Un moyen simple pour provoquer la précontrainte du ressort de
déclenchement (306) en cas de chute en arrière avec mouvement de torsion, en réduisant l'effort du levier angulaire pivotant (315a ou 315b),
consiste à prévoir un levier intermédiaire (310) logé dans la partie inférieure de l'enveloppe (305) et pivotant autour d'un premier axe de pivotement
(309): c'est ce levier intermédiaire (310) qui actionne les deux bras de leviers les plus courts (315a, 315b) via la tige de traction (307) du ressort de
déclenchement (306).
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