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Abstract (en)
For the automated replacement of run-on bobbins (15), particularly cross-wound twist bobbins, held in a pivotably mounted bobbin holder (20) by
empty tubes (18), according to the invention operating-process measures and devices are provided in order substantially simultaneously, on the
one hand, to open the bobbin holder (20) to release a run-on bobbin (15) and, on the other hand, to support the run-on bobbin (15) released by
the bobbin holder (20) and transfer it to a transport device (16), and in order to insert a new empty tube (18) into the bobbin holder (20) which has
become free. <IMAGE>

Abstract (de)
Zum automatisierten Auswechseln von in einem schwenkbar gelagerten Spulenhalter (20) gehaltenen Auflaufspulen (15), insbesondere
Zwirnkreuzspulen, gegen Leerhülsen (18) sind erfindungsgemäß Betriebsverfahrensmaßnahmen und Einrichtungen vorgesehen, um weitgehend
zeitgleich einerseits den Spulenhalter (20) zwecks Freigabe einer Auflaufspule (15) zu öffnen und andererseits die von dem Spulenhalter (20)
freigegebene Auflaufspule (15) abzustützen und an eine Transporteinrichtung (16) zu übergeben, und um in den freigewordenen Spulenhalter (20)
eine neue Leerhülse (18) einzusetzen.
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