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Abstract (en)
[origin: CA2042025A1] Apparatus for bending rod-shaped material to form concrete-reinforcement elements Apparatus for bending rod-shaped
material to form concrete-reinforcement elements, having a frame (3) for supporting a material feed device (4) and having a bearer for bending
members, which bearer is mounted on the frame 80 as to be rotatable about the axis of feed, is adjustable relative to the frame and is constructed
as a material supporting table (10) which is adjustable in a predetermined angular position relative to the frame, on which material supporting table a
cutting device (8) is provided upstream of the bending members (15, 16) in the material feed direction for cutting off the rod-shaped material from the
line of material after the bending operation. (Figure 1)
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material to form concrete-reinforcement elements, having a frame (3) for supporting a material feed device (4) and having a bearer for bending
members, which bearer is mounted on the frame 80 as to be rotatable about the axis of feed, is adjustable relative to the frame and is constructed
as a material supporting table (10) which is adjustable in a predetermined angular position relative to the frame, on which material supporting table a
cutting device (8) is provided upstream of the bending members (15, 16) in the material feed direction for cutting off the rod-shaped material from the
line of material after the bending operation. (Figure 1)

Abstract (de)
Vorrichtung zum Biegen von stabförmigem Material zu Betonbewehrungselementen, mit einem Gestell (3) zum Abstützen einer
Materialvorschubeinrichtung (4) und einem am Gestell um die Vorschubachse drehbar gelagerten, relativ zum Gestell einstellbaren Träger für
Biegeorgane, der als in vorbestimmter Winkellage relativ zum Gestell einstellbarer Material-Auflagetisch (10) ausgebildet ist, auf welchem eine
den Biegeorganen (15, 16) in Materialvorschubrichtung vorgeschaltete Schneideinrichtung (8) zum Abtrennen des stabförmigen Materials vom
Materialstrang nach dem Biegevorgang vorgesehen ist.
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