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Abstract (en)
The watch-case comprises a middle part (1) and a caging frame (2) fitted in this middle part. The frame comprises a first housing (14) in which a
bezel (4) is engaged, the said bezel compressing, against the middle part, the elastic material (15) with which the frame is made, a second housing
(16) in which a dial (7) is engaged, a third housing (18) in which a thread (19) presented by the movement (6) rests and a fourth housing (20) in
which a collar (21) presented by the back (3) is engaged, this collar compressing, against the middle part, the material (22) with which the frame is
made. The watch-case is water-resistant and lends itself particularly well to mounting on an automatic machine. <IMAGE>

Abstract (fr)
La boîte de montre comporte une carrure (1) et un cadre d'encageage (2) emboîté dans cette carrure. Le cadre comporte un premier logement (14)
dans lequel est engagée une lunette (4), ladite lunette compressant contre la carrure la matière élastique (15) dont est fait le cadre, un deuxième
logement (16) dans lequel un cadran (7) est engagé, un troisième logement (18) dans lequel repose un filet (19) présenté par le mouvement (6) et
un quatrième logement (20) dans lequel est engagée une collerette (21) présentée par le fond (3), cette collerette compressant contre la carrure la
matière (22) dont est fait le cadre. La boîte de montre est étanche et se prête particulièrement bien au montage sur machine automatique. <IMAGE>
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