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Abstract (en)
[origin: CA2041165A1] Sheets (F) are picked up one by one from underneath a pile and carried onto a feeder table (M) designed to position every
sheet by lateral alignment owing to three pairs (P1, P2, P3) of upper and lower rollers (1, 2). Every upper roller (2) is movable from a first position
in which its periphery moves parallel to the forward motion the sheet with the purpose of its being conveyed, and a second position in which the
periphery is slightly oblique with regard to the forward motion so as to shift the sheet crosswise in the direction of an aligning ruler. Such a device
can be used in an infeed station of a cutting or printing machine converting the board sheets into package.

Abstract (fr)
Des feuilles (F) sont prélevées une à une du dessous d'une pile et introduites dans une table de marge (M) destinée à positionner chaque feuille
par taquage latéral au moyen de trois paires (P₁, P₂ et P₃) de rouleaux inférieur (1) et supérieur (2). Chaque rouleau supérieur (2) peut occuper une
première position dans laquelle sa vitesse périphérique est parallèle au défilement de la feuille en vue de son transport et une seconde position où
ladite vitesse est légèrement de biais par rapport au défilement en vue de déplacer latéralement la feuille en direction d'une règle de taquage.Un
tel dispositif peut être utilisé dans une station d'introduction de machine de découpage ou impression de feuilles en carton en vue de la production
d'emballages.
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