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Abstract (en)
To feed a production machine with strip material from a coil (2, 15), an unwinding station (1) is provided in which the coil (2, 15) is unwound with its
axis (5) vertical, i.e. while lying in a horizontal plane. As a result, the strip (4) drawn off from it lies in a vertical plane and, for the production machine,
must be twisted through 90 DEG in a twisting section (20). In order to avoid internal stresses in the strip (4), the strip (4) is centred with respect to
the centre axis (M) of the production machine before twisting is carried out, centring being performed in a centring device (6). <IMAGE>

Abstract (de)
Zum Beschicken einer Bearbeitungsmaschine mit bandförmigem Material von einem Coil (2,15) ist eine Abwickelstation (1) vorgesehen, in der der
Coil (2,15) mit vertikaler Achse (5), d.h. in einer horizontalen Ebene liegend, abgewickelt wird. Damit liegt das von ihm abgezogene Band (4) in einer
vertikalen Ebene und muss für die Bearbeitungsmaschine um 90° in einer Verdrehstrecke (20) verdreht werden. Das Zentrieren des Bandes (4) auf
die Mittelachse (M) der Bearbeitungsmaschine geschieht, zur Vermeidung innerer Spannungen des Bandes (4), noch vor der Verdrehung in einer
Zentriereinrichtung (6). <IMAGE>
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