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Abstract (en)
In a device for tractively transporting flat objects, especially printed material in the form of sheets, with at least one tractive element which is
movable, preferably drivable in rotation, in the transporting direction, which tractive element is provided with at least one holding means which can be
made to engage with the area of the front edge of the object to be transported, high speeds can be achieved simply and inexpensively by designing
the tractive element as a suction belt (3) which covers a suction channel (7) which can be subjected to a vacuum, which suction belt is only provided
with holding means in the form of suction holes (9) along part of its length. <IMAGE>

Abstract (de)
Bei einer Vorrichtung zum ziehenden Transport von flächigen Gegenständen, insbesondere von bogenförmigem Bedruckstoff, mit wenigstens einem
in Transportrichtung bewegbaren, vorzugsweise umlaufend antreibbaren Zugorgan, das mit wenigstens einem mit dem Bereich der Vorderkante des
zu transportierenden Gegenstands in Eingriff bringbaren Haltemittel versehen ist, lassen sich dadurch auf einfache und kostengünstige Weise hohe
Geschwindigkeiten erreichen, daß das Zugorgan als einen mit Vakuum beaufschlagbaren Saugkanal (7) abdeckendes Saugband (3) ausgebildet ist,
das über seiner Länge nur partiell mit Haltemittel bildenden Sauglöchern (9) versehen ist. <IMAGE>
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