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Abstract (en)
[origin: WO9209120A1] In a spade contact socket with two sprung contact flaps elastically touching at a distance from the free ends over part of
their length, arranged on the socket body and bent back at the free ends, and with outer springs supported on the contact flaps, for the purposes of
easy and secure insertion of the spade contact socket into the socket housing, the socket body (2) is firmly surrounded by an outer spring body (6)
and the outer spring body (6) is provided at diametrical wall sections with strip sections (7, 7') extending over the flat sides of the contact flaps (5)
and obliquely to the free ends and to one another. In addition, the free ends of the strip sections (7, 7') are bent back over part of their length over
the free ends of the contact flaps (5) against one another and in the insertion direction and arranged to press against the free ends of the contact
flaps (5).

IPC 1-7
H01R 13/18

IPC 8 full level
H01R 13/15 (2006.01); H01R 13/11 (2006.01); H01R 13/115 (2006.01); H01R 13/18 (2006.01)

CPC (source: EP US)
H01R 13/113 (2013.01 - EP US); H01R 13/18 (2013.01 - EP US)

Designated contracting state (EPC)
AT BE DE ES FR GB IT SE

DOCDB simple family (publication)
WO 9209120 A1 19920529; AT E121227 T1 19950415; AU 652585 B2 19940901; AU 8732891 A 19920611; BR 9106064 A 19930105;
DE 4035613 A1 19920514; DE 59105181 D1 19950518; EP 0510134 A1 19921028; EP 0510134 B1 19950412; ES 2071337 T3 19950616;
JP 3188454 B2 20010716; JP H05505493 A 19930812; KR 100234517 B1 19991215; US 5288252 A 19940222

DOCDB simple family (application)
EP 9102018 W 19911024; AT 91918265 T 19911024; AU 8732891 A 19911024; BR 9106064 A 19911024; DE 4035613 A 19901109;
DE 59105181 T 19911024; EP 91918265 A 19911024; ES 91918265 T 19911024; JP 51688691 A 19911024; KR 920701546 A 19920629;
US 86618192 A 19920625

https://worldwide.espacenet.com/patent/search?q=pn%3DEP0510134B1?&section=Biblio&called_by=GPI
https://register.epo.org/application?number=EP91918265&lng=en&tab=main
http://www.wipo.int/ipcpub/?version=19900101&symbol=H01R0013180000&priorityorder=yes&lang=en
http://www.wipo.int/ipcpub/?level=a&lang=en&symbol=H01R0013150000&priorityorder=yes&refresh=page&version=20060101
http://www.wipo.int/ipcpub/?level=a&lang=en&symbol=H01R0013110000&priorityorder=yes&refresh=page&version=20060101
http://www.wipo.int/ipcpub/?level=a&lang=en&symbol=H01R0013115000&priorityorder=yes&refresh=page&version=20060101
http://www.wipo.int/ipcpub/?level=a&lang=en&symbol=H01R0013180000&priorityorder=yes&refresh=page&version=20060101
http://worldwide.espacenet.com/classification?locale=en_EP#!/CPC=H01R13/113
http://worldwide.espacenet.com/classification?locale=en_EP#!/CPC=H01R13/18

