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Abstract (en)
Arranged parallel to the feed axis (34) of the wire (4) is a bending table (7) which can be rotated about the feed axis (34). The bending table carries
a turret head (8) which can be rotated about an axis (35) perpendicular to the feed axis (34). Individual bending tools (9) are mounted in rotatably
driveable fashion in the turret head. Each bending tool can be raised into the bending plane with the aid of a pneumatic lifting device. In this way, it
is possible within one working operation to make sequential use of different bending tools on one piece to be bent. <IMAGE>

Abstract (de)
Parallel zur Vorschubachse (34) des Drahtes (4) ist ein Biegetisch (7) angeordnet, der um die Vorschubachse (34) drehbar ist. Der Biegetisch
trägt einen Revolverkopf (8), der um eine Achse (35) drehbar ist, die zur Vorschubachse (34) im rechten Winkel steht. Im Revolverkopf sind
einzelne Biegewerkzeuge (9) drehantreibbar gelagert. Jedes Biegewerkzeug kann mit Hilfe einer pneumatischen Hubvorrichtung in die Biegeebene
angehoben werden. Auf diese Weise können innerhalb eines Bearbeitungsvorgangs an einem Biegestück unterschiedliche Biegewerkzeuge
sequentiell eingesetzt werden. <IMAGE>
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