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Abstract (en)
[origin: US5337541A] PCT No. PCT/CH92/00005 Sec. 371 Date Sep. 15, 1992 Sec. 102(e) Date Sep. 15, 1992 PCT Filed Jan. 13, 1992 PCT Pub.
No. WO92/12900 PCT Pub. Date Aug. 6, 1992.A method and apparatus for automatic bag hanging allows far more than 1000 bag hangings per
hour. A bag is removed from a bag bucket conveyor by its closed end and is guided, bottom forward, at an approximately right angle around a roller
deflection device. The bag is grasped, first in an upright position and so as to be slightly opened already by bag opening claw pairs 23, opened, and
simultaneously guided via a double-lever system to a bag filling sleeve and automatically clamped.

Abstract (fr)
La présente nouvelle invention propose un nouveau système d'accrochage automatique de sacs permettant largement plus de 1000 accrochages
de sacs par heure. Le sac A est extrait par son extrémité fermée d'un transporteur de sacs à godets d'un type nouveau, et mené, le fond du sac
en avant, sur un angle à peu près droit autour d'un renvoi à rouleau (7). Le sac A n'est saisi qu'en position verticale et déjà pré-ouvert par des
paires de griffes d'ouverture (23) et guidé en même temps par l'intermédiaire d'un système à double levier sur une tubulure d'ensachage et serré
automatiquement.
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