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Abstract (en)
The plug comprises a wiring part (1) which is in the form of a block and preferably has a plurality of parallel channels (5), of equal side length,
for holding in each case one insulated braided wire or wire core (6), in which channels in each case one first lateral perforation (7) for holding a
clamping piece (8) and one second perforation (9) for holding a clamping cutter (10) open from cutting-plug connections (11) for solder-free wiring,
it being possible to join together the housing half-shells (2, 2%), which support the means for solder-free wiring (10, 11), and the wiring part (1).
<IMAGE>

Abstract (de)
Der Stecker umfasst einen blockförmigen Beschaltungsteil (1) mit vorzugsweise einer Mehrzahl seitengleicher, paralleler Kanäle (5) zur
Aufnahme jeweils einer isolierten Drahtlitze oder Drahtader (6), in welchen Kanälen je eine erste seitliche Durchbrechung (7) zur Aufnahme
eines Klemmstückes (8) sowie eine zweite Durchbrechung (9) zur Aufnahme einer Klemmschneide (10) von Schneidsteck-Anschlüssen (11) zur
lötfreien Andrahtung münden, wobei mit dem Beschaltungsteil (1) die Mittel zur lötfreien Andrahtung (10,11) tragende Gehäusehalbschalen (2,2')
zusammenfügbar sind. <IMAGE>
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