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Abstract (en)
In a method and a device for the in-register positioning and mounting of printing plates on the outer surfaces of forme cylinders, the object consists
of bonding the printing plates on the forme cylinders so as to be positionally correct and in register with good reproducibility of the positioning.
According to the invention this takes place due to the fact that a flexible printing plate is sucked on by its rear side between two suction arms of a
suction fork and is held in a planar state, is then adjusted, then positioned in this state ahead of the forme cylinder, assisted by a computer, and
moved into a tangential bonding position then bonded completely onto the forme cylinder.

Abstract (de)
Bei einem Verfahren und einer Vorrichtung zum paßgenauen Ausrichten und Aufbringen von Klischees (63) auf die Mantelflächen von
Formzylindern (12) besteht die Aufgabe darin, die Klischees (63) lagerichtig und paßgenau bei guter Wiederholgenauigkeit des Positionierens auf
den Formzylindern (12) zu kleben. Erfindungsgemäß geschieht dies dadurch, daß ein flexibles Klischee (63) auf seiner Rückseite zwischen zwei
Saugarmen (54,56) einer Sauggabel (49) angesaugt ist und in einem ebenflächigen Zustand gehalten wird, anschließend justiert wird, anschließend
in diesem Zustand vor dem Formzylinder (12) rechnergestützt positioniert und in tangentiale Klebestellung verfahren, auf dem Formzylinder und
anschließend vollständig aufgeklebt wird. <IMAGE> <IMAGE>
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