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Abstract (en)
To achieve dwell periods during the run-up phase, the run-up control system for the pressure cheek has a pressure cylinder (10) with pressure
chambers (12, 14) and has a control piston (11) which is fixed in position in the control cylinder (10) by means of a piston rod (42), a stop (34) and
an adjustable stop (33) when pressure is admitted to pressure chamber (14). Pressure chamber (12) is connected continuously in terms of flow to a
pressure chamber which decreases as the pressure cheek is run up, the volume of the pressure chamber (14) thus determining the point in time of
the dwell period in the run-up phase of the pressure cheek. <IMAGE>

Abstract (de)
Zur Erreichung von Stillstandzeiten während der Hochlaufphase sieht die Hochlaufsteuerung für die Druckwange einen Druckzylinder (10) mit
Druckräumen (12, 14) vor sowie einen Steuerkolben (11), der über eine Kolbenstange (42), einen Anschlag (34) und einen verstellbaren Anschlag
(33) in seiner Lage in dem Steuerzylinder (10) bei Druckbeaufschlagung der Druckkammer (14) festgelegt ist. Der Druckraum (12) steht mit einem
sich bei Hochlauf der Druckwange verkleinernden Druckraum in ständiger Fließverbindung, so daß das Volumen des Druckraumes (14) den
Zeitpunkt der Stillstandzeit in der Hochlaufphase der Druckwange bestimmt. <IMAGE>
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