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Abstract (en)
A device (1) for adding inserts (7) by adhesive to a lateral surface of printed products (3) which lie on supports (4) of an endlessly rotating conveyor
(2) is provided with a feed apparatus (8), having an adhesive feed station (6), between a presenter (12) for the inserts (7) and the conveyor (2). The
feed apparatus (8) is arranged above the supports (4) and has a plurality of dogs (10) rotating about an axis (9). A conveying section (13) for the
supplied inserts (7) opens into the path of rotation of the dogs (10), the inserts being pressed by the dogs (10) against the lateral surfaces of the
printed products (3) after the application of adhesive. <IMAGE>

Abstract (de)
Eine Einrichtung (1) zum klebeartigen Beiheften von Beilagen (7) an eine Seitenfläche von Druckprodukten (3), die auf Auflagern (4) eines endlos
umlaufenden Förderers (2) liegen, ist zwischen einem Anleger (12) für die Beilagen (7) und dem Förderer (2) eine eine Klebstoffzuführstation (6)
besitzende Zuführvorrichtung (8) vorgesehen, die über den Auflagern (4) angeordnet ist und mehrere um eine Achse (9) rotierende Mitnehmer (10)
aufweist, wobei in die Umlaufbahn der Mitnehmer (10) eine Förderstrecke (13) der zugeführten Beilagen (7) mündet, die nach dem Klebstoffauftrag
durch die Mitnehmer (10) an die Seitenflächen der Druckprodukte (3) gepresst werden. <IMAGE>
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