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Abstract (en)
In a device to ease the change movement for movable rails or track parts (7, 7'), in particular of tongue rails, in which the rails (7, 7') are supported
during the change operation by rollers (10, 10') pressed resiliently against the bottom edge of the rail foot, the rollers (10, 10') are pressed, in at
least one end position (7, 7') of the change movement, resiliently onto a lateral edge (14, 15) of the rail foot. This makes it possible to combine the
advantages of a reduction in the sliding friction during the change movement by means of a rolling friction with a flexible end-position securing of the
respective adjustment position of the movable rail or track parts (7, 7') (Fig. 1). <IMAGE>

Abstract (de)
Bei einer Einrichtung zum Erleichtern der Umstellbewegung von beweglichen Schienen oder Schienenteilen (7,7'), insbesondere von
Zungenschienen, bei welcher die Schienen (7,7') während des Umstellvorganges über federnd gegen die Unterkante des Schienenfußes gedrückte
Rollen (10,10') abgestützt sind, sind die Rollen (10,10') in wenigstens einer Endlage (7,7') der Umstellbewegung federnd an eine Seitenkante
(14,15) des Schienenfußes gedrückt. Dadurch gelingt es, die Vorteile einer Verringerung der Gleitreibung während der Umstellbewegung durch
eine rollende Reibung mit einer elastischen Endlagensicherung der jeweiligen Verstelllage der beweglichen Schiene oder Schienenteile (7,7') zu
verbinden (Fig.1). <IMAGE>
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