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Abstract (en)
The invention relates to a device for successive presentation of posters, the sides of which are of a defined length, comprising, in a casing (32)
including at least one flat viewing panel, a plurality of parallel vertical shafts (2, 4, 6, 8, 10, 12) keeping an upper endless belt (14) and a lower
endless belt (16) respectively tensioned at their ends, and a plurality of transverse bars (24) fixed by their ends to the said endless belts and
separated from one another by a distance substantially equal to the length of a side. Each poster is fixed only to the upper endless belt (14) and to
one transverse bar (24) acting as a support post. <IMAGE>

Abstract (fr)
L'invention concerne un dispositif de présentation successive d'affiches dont les côtés sont de longueur déterminée comprenant, dans un caisson
(32) comportant au moins un panneau de visualisation plan, une pluralité d'arbres verticaux (2, 4, 6, 8, 10, 12) parallèles maintenant en tension à
leurs extrémités respectivement une bande sans fin haute (14) et une bande sans fin basse (16), et une pluralité de barres transversales (24) fixées
par leurs extrémités aux dites bandes sans fin et séparées les unes des autres d'une distance sensiblement égale à la longueur d'un côté. Chaque
affiche est uniquement fixée à la bande sans fin haute (14) et à une barres transversale (24) faisant office de hampe. <IMAGE>
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