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Abstract (en)
A novel rotary apparatus wherein a composite rotor which comprising a plurality of ring-like rotors arranged concentrically is rotated at a high
speed by utilizing magnetic forces. Around a center rotor, concentrically arranged are, away from each other, a plurality of annular rotors is rotated
around the axis of the center rotor. On the surfaces of each rotor opposing the adjacent annular rotors magnets are provided. The polarities of the
magnets of one rotor are the same as those of another rotor opposing the one. The poles of the magnets of two rotors are arranged zigzag in the
circumferential direction. <IMAGE>

Abstract (fr)
Nouvel appareil rotatif dans lequel un rotor composite comprenant une pluralité de rotors de forme annulaire agencés de manière concentrique est
mis en rotation à une vitesse élevée sous l'effet de forces magnétiques. Autour d'un rotor central sont agencés de manière concentrique, à l'opposé
les uns des autres, une pluralité de rotors annulaires mis en rotation autour de l'axe du rotor central. Sur les surfaces de chaque rotor opposées aux
rotors annulaires adjacents sont montés des aimants. Les polarités des aimants d'un rotor sont identiques à celles d'un autre rotor lui faisant face.
Les pôles des aimants de deux rotors sont agencés en zigzag dans le sens circonférentiel.
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