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Abstract (en)
The sheet-collating device comprises a frame (10), a plurality of compartments (20) which are superposed in this frame for loading stacks of paper
(28), each compartment (20) being equipped with a device for ejecting individual sheets and a transfer device, and a vertical conveyor (26) adjacent
to the transfer devices of the compartments (20) in order to receive, by means of these transfer devices, sheets ejected from their compartment, and
in order to convey them towards a collating station. The ejection device comprises several perforated endless belts (34) mounted on two spaced-
apart return (idle) rollers (36, 38) and a chamber (46) at reduced pressure (under partial vacuum) which is surrounded by the belts (34) and has
air-passage openings distributed in its lower wall which is adjacent to the inner face of the lower strand (34a) of the belts (34). The opposite face of
the lower strand of the belts (34) is located opposite the upper sheet (28a) of the stack parallel to the latter and at a distance which is maintained
essentially constant by means of a movable plate (22) on which the stack (28) rests. <IMAGE>

Abstract (fr)
L'assembleuse de feuilles comprend un bâti (10), une pluratité de cases (20) superposées dans ce bâti pour le chargement de piles de papier (28),
chaque case (20) étant équipée d'un dispositif d'éjection de feuilles individuelles et d'un dispositif de transfert, et un convoyeur vertical (26) adjacent
aux dispositifs de transfert des cases (20) pour recevoir, par l'intermédiaire des dispositifs de transfert, des feuilles éjectées de leur case et pour
les acheminer vers un poste d'assemblage. Le dispositif d'éjection comprend plusieurs rubans perforés sans fin (34) montés sur deux rouleaux de
renvoi (36, 38) espacés et une chambre à dépression (46) entourée par les rubans (34) et ayant des ouvertures de passage d'air distribuées dans
sa paroi inférieure qui est adjacente à la face interne du brin inférieur (34a) des rubans (34). La face opposée du brin inférieur des rubans (34)
est située en regard de la feuille supérieure (28a) de la pile parallèlement à celle-ci et à une distance essentiellement maintenue constante par un
plateau mobile (22) sur lequel repose la pile (28). <IMAGE>
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