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Abstract (en)
A projection lens for vehicle headlamps is proposed for creating a dipped-light pattern, in which the convex emission surface of the lens has sections
which project differently, an upper section being provided which is situated above the horizontal plane through the optical axis and a lower section
being provided which lies below this horizontal plane, having the characterising feature that at least two lower sections are provided, one of which
has an upper limit (B) which rises above the horizontal plane (8) towards the lateral lens edge, or a surface (free surface) is provided which projects
in a continuously different manner. <IMAGE>

Abstract (de)
Vorgeschlagen wird eine Fahrzeugscheinwerferprojektionslinse zur Erzeugung eines Abblendlichtmusters, bei der die konvexe Abstrahlfläche der
Linse unterschiedlich abbildende Abschnitte aufweist, wobei ein oberhalb der Horizontalebene durch die optische Achse liegender oberer Abschnitt
und ein unterhalb dieser Horizontalebene liegender unterer Abschnitt vorgesehen ist, mit dem Kennzeichen, daß zumindest zwei untere Abschnitte
vorgesehen sind, von denen einer eine über die Horizontalebene (8) zum seitlichen Linsenrand hin ansteigende obere Begrenzung (B) aufweist,
bzw. eine kontinuierlich verschieden abbildende Oberfläche (Freifläche) vorgesehen ist. <IMAGE>
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