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Abstract (en)
[origin: EP0634350A1] A device for transporting a roll (10) of a film material and loading it on a machine comprises: a roll-carrying cartridge
(100) including, on the one hand, a frame formed from two lateral plates (flanges) (110,120) connected by spacers (130,140) and each provided
with a central notch (111,121) intended to receive a spindle passing through a central opening (12) in the roll and, on the other hand, two pairs
(151,152;161,162) of legs separated by a distance greater than the width of a first handling apparatus (1) on which the roll is delivered, the legs
of each pair being, on the one hand, of a height such that the notches (111,121) are at a height above that of the central opening (12) in the
low position of the first apparatus (1) and, on the other hand, connected by a crosspiece (170,180) of a length longer than the width of a second
handling apparatus (2) intended to transport the cartridge (100). Application to the handling of supply rolls of thermoforming machines used in the
agrifoodstuffs industry. <IMAGE>

IPC 1-7
B65H 19/12; B65H 16/06; B65H 23/06

IPC 8 full level
B65H 16/06 (2006.01); B65H 19/12 (2006.01); B65H 23/06 (2006.01)

CPC (source: EP)
B65H 16/06 (2013.01); B65H 19/126 (2013.01); B65H 23/06 (2013.01); B65H 2301/4172 (2013.01); B65H 2301/4173 (2013.01);
B65H 2405/422 (2013.01)

Cited by
FR2821835A1; US11235944B1; US11945678B1

Designated contracting state (EPC)
AT BE CH DE DK ES FR GB GR IT LI LU NL PT SE

DOCDB simple family (publication)
EP 0634350 A1 19950118; EP 0634350 B1 19970305; AT E149469 T1 19970315; DE 69401862 D1 19970410; DE 69401862 T2 19970612;
ES 2100641 T3 19970616; FR 2707616 A1 19950120; FR 2707616 B1 19950922

DOCDB simple family (application)
EP 94401614 A 19940712; AT 94401614 T 19940712; DE 69401862 T 19940712; ES 94401614 T 19940712; FR 9308746 A 19930716

https://worldwide.espacenet.com/patent/search?q=pn%3DEP0634350B1?&section=Biblio&called_by=GPI
https://register.epo.org/application?number=EP94401614&lng=en&tab=main
http://www.wipo.int/ipcpub/?version=19950101&symbol=B65H0019120000&priorityorder=yes&lang=en
http://www.wipo.int/ipcpub/?version=19950101&symbol=B65H0016060000&priorityorder=yes&lang=en
http://www.wipo.int/ipcpub/?version=19950101&symbol=B65H0023060000&priorityorder=yes&lang=en
http://www.wipo.int/ipcpub/?level=a&lang=en&symbol=B65H0016060000&priorityorder=yes&refresh=page&version=20060101
http://www.wipo.int/ipcpub/?level=a&lang=en&symbol=B65H0019120000&priorityorder=yes&refresh=page&version=20060101
http://www.wipo.int/ipcpub/?level=a&lang=en&symbol=B65H0023060000&priorityorder=yes&refresh=page&version=20060101
http://worldwide.espacenet.com/classification?locale=en_EP#!/CPC=B65H16/06
http://worldwide.espacenet.com/classification?locale=en_EP#!/CPC=B65H19/126
http://worldwide.espacenet.com/classification?locale=en_EP#!/CPC=B65H23/06
http://worldwide.espacenet.com/classification?locale=en_EP#!/CPC=B65H2301/4172
http://worldwide.espacenet.com/classification?locale=en_EP#!/CPC=B65H2301/4173
http://worldwide.espacenet.com/classification?locale=en_EP#!/CPC=B65H2405/422

