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Abstract (en)
The invention relates to a device for radial holding of the wrapper of the tube bundle and the support plates of a steam generator, consisting of stops
penetrating the wall of the bundle wrapper and fixed to this wall at the support plates, the stops being distributed at the periphery of each support
plate in order radially to separate the bundle wrapper from the pressure casing of the steam generator. Each stop comprises a first part (31) fixed
onto the bundle wrapper (6), placed in contact with the internal face of the pressure casing (1), and a second part (32) exerting a rigid holding
constraint on the support plate via elastic means. <IMAGE>

Abstract (fr)
L'invention concerne un dispositif de maintien radial de l'enveloppe du faisceau de tubes et des plaques-entretoises d'un générateur de vapeur,
constitué de butées traversant la paroi de l'enveloppe de faisceau et fixées à cette paroi au niveau des plaques-entretoises, les butées étant
réparties à la périphérie de chaque plaque-entretoise pour séparer radialement l'enveloppe de faisceau de l'enveloppe de pression du générateur
de vapeur. Chaque butée comprend une première pièce (31) fixée sur l'enveloppe de faisceau (6), mise en contact avec la face interne de
l'enveloppe de pression (1), et une deuxième pièce (32) exerçant une contrainte de maintien rigide sur la plaque-entretoise par l'intermédiaire de
moyens élastiques. <IMAGE>
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