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Abstract (en)
[origin: WO9402003A1] A floor/wall matting suitable for but not limited to animal stables, stalls, floats, etc. The floor/wall matting comprises a
compressible support layer (40) covered with an upper cover layer of puncture resistant moisture impervious material (30). The matting (10) is
formed with a plurality of apertures (50) sized to allow passage of animal waste or debris from the upper surface of the matting to a plurality of
drainage channels (60) extending along an underside of the matting (10). The matting provides excellent physical and thermal insulation and
hygienic conditions. The inventive floor/wall matting may be used in conjunction with a flushing system positioned adjacent the drainage channels to
flush waste and debris which has passed through the apertures (50) of the matting out of the drainage channels (60) to a septic or severage outlet.

IPC 1-7
A01K 1/015

IPC 8 full level
A01K 1/015 (2006.01)

CPC (source: EP KR US)
A01K 1/015 (2013.01 - KR); A01K 1/0157 (2013.01 - EP US)

Cited by
DE102014211802A1; WO2015193443A1

Designated contracting state (EPC)
AT BE CH DE DK ES FR GB GR IE IT LI LU MC NL PT SE

DOCDB simple family (publication)
WO 9402003 A1 19940203; AT E177590 T1 19990415; AU 4550293 A 19940214; AU 668980 B2 19960523; CA 2140758 A1 19940203;
CA 2140758 C 20060919; DE 69324014 D1 19990422; DE 69324014 T2 19990701; DK 0651604 T3 19991011; EP 0651604 A1 19950510;
EP 0651604 A4 19951011; EP 0651604 B1 19990317; ES 2131585 T3 19990801; GR 3030002 T3 19990730; HK 1011258 A1 19990709;
JP 3351530 B2 20021125; JP H07509360 A 19951019; KR 100258421 B1 20000601; KR 950702378 A 19950729; NZ 253998 A 19961220;
SG 47082 A1 19980320; US 5724916 A 19980310; VN 328 A1 19970425

DOCDB simple family (application)
AU 9300370 W 19930722; AT 93915548 T 19930722; AU 4550293 A 19930722; CA 2140758 A 19930722; DE 69324014 T 19930722;
DK 93915548 T 19930722; EP 93915548 A 19930722; ES 93915548 T 19930722; GR 990401081 T 19990420; HK 98112476 A 19981130;
JP 50403394 A 19930722; KR 19950700239 A 19950121; NZ 25399893 A 19930722; SG 1996005833 A 19930722; US 37464095 A 19950120;
VN 100895 A 19950128

https://worldwide.espacenet.com/patent/search?q=pn%3DEP0651604B1?&section=Biblio&called_by=GPI
https://register.epo.org/application?number=EP93915548&lng=en&tab=main
http://www.wipo.int/ipcpub/?version=19950101&symbol=A01K0001015000&priorityorder=yes&lang=en
http://www.wipo.int/ipcpub/?level=a&lang=en&symbol=A01K0001015000&priorityorder=yes&refresh=page&version=20060101
http://worldwide.espacenet.com/classification?locale=en_EP#!/CPC=A01K1/015
http://worldwide.espacenet.com/classification?locale=en_EP#!/CPC=A01K1/0157

