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Abstract (en)
[origin: WO9509052A1] The invention relates to aluminium production plants where processing of old brasques (carbonated products resulting
from the demolition of alumina electrolytic cell wall and bottom linings) calls for preliminary reduction of the brasques to small pieces of only a few
milimetres in size. The grinding process disclosed involves a crushing operation (12) to reduce the old brasques to pieces no bigger than 50 mm,
screening (16) for separating out particles a few milimetres in size and constituting the finished product, and grinding (14) for reducing oversize
material to finished product dimensions.

IPC 1-7
B03B 9/04; C25C 3/08

IPC 8 full level
B03B 9/04 (2006.01); C25C 3/08 (2006.01)

CPC (source: EP US)
B03B 9/04 (2013.01 - EP US); C25C 3/085 (2013.01 - EP US)

Citation (search report)
See references of WO 9509052A1

Cited by
CN109127074A; US6689092B2

Designated contracting state (EPC)
CH DE LI SE

DOCDB simple family (publication)
WO 9509052 A1 19950406; AU 669823 B2 19960620; AU 7786594 A 19950418; BR 9405604 A 19990908; CA 2150367 A1 19950406;
CA 2150367 C 20000201; CN 1115172 A 19960117; DE 69421687 D1 19991223; DE 69421687 T2 20010503; EG 20317 A 19981031;
EP 0675762 A1 19951011; EP 0675762 B1 19991117; FI 952498 A0 19950523; FI 952498 A 19950523; FR 2710554 A1 19950407;
FR 2710554 B1 19951201; NZ 273974 A 19960227; US 5558279 A 19960924; ZA 947539 B 19950623

DOCDB simple family (application)
FR 9401121 W 19940927; AU 7786594 A 19940927; BR 9405604 A 19940927; CA 2150367 A 19940927; CN 94190733 A 19940927;
DE 69421687 T 19940927; EG 59994 A 19940928; EP 94928436 A 19940927; FI 952498 A 19950523; FR 9311492 A 19930928;
NZ 27397494 A 19940927; US 44658895 A 19950522; ZA 947539 A 19940927

https://worldwide.espacenet.com/patent/search?q=pn%3DEP0675762A1?&section=Biblio&called_by=GPI
https://register.epo.org/application?number=EP94928436&lng=en&tab=main
http://www.wipo.int/ipcpub/?version=19950101&symbol=B03B0009040000&priorityorder=yes&lang=en
http://www.wipo.int/ipcpub/?version=19950101&symbol=C25C0003080000&priorityorder=yes&lang=en
http://www.wipo.int/ipcpub/?level=a&lang=en&symbol=B03B0009040000&priorityorder=yes&refresh=page&version=20060101
http://www.wipo.int/ipcpub/?level=a&lang=en&symbol=C25C0003080000&priorityorder=yes&refresh=page&version=20060101
http://worldwide.espacenet.com/classification?locale=en_EP#!/CPC=B03B9/04
http://worldwide.espacenet.com/classification?locale=en_EP#!/CPC=C25C3/085

