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Abstract (en)
The roller rails (26) are movable in a separating position. They are swivelled on a vertical pivot axle (32) positioned on the end of the rail facing the
separating line (16) of the plate cutting saw (12). At least the roller rail next to the straight stop member (30) is fixed. The roller rails swivelable into a
cutting position are positioned on a flap behind the plate-cutting saw. <IMAGE>

Abstract (de)
Es wird eine Einrichtung (10) beschrieben, mit deren Hilfe beim Buntaufteilen von Werkstückplatten hinter der Trennlinie (16) von Plattenaufteilsägen
(12) anfallende Plattenformate (22, 24) quer zur Vorschubrichtung B bzw. C voneinander wegbewegbar sind, um zu vermeiden, dass benachbarte,
mit unterschiedlichen Vorschubwegen zu transportierende Plattenformate (22, 24) aneinanderreiben und sich dadurch ggf. verdrehen. Hierzu
ist hinter der Trennlinie (16) eine Vielzahl von sich in Vorschubrichtung erstreckenden Rollenschienen (26) vorgesehen, von denen ein Teil zum
seitlichen Auseinanderbewegen von benachbarten Plattenformaten (22, 24) um eine vertikale Schwenkachse (32) verschwenkbar ist. <IMAGE>
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