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Abstract (en)
The coupling device includes a base (1) which has slots in its sides which allow the attachment of the heads of two locating pins (31). The locating
pins pass through a plate (6) and are secured by nuts (32). The shank of each locating pin (31) has an annular throat. A plug (2) having attachments
(4,5) slotted into its sides fits into the part (10) of the base (1) which projects through the plate (6) and is guided by the two locating pins (31) which
enter the attachments. One of the attachments (5) engages with the corresponding annular throat to provide locking and unlocking. <IMAGE>

Abstract (fr)
Le dispositif comprend deux blocs auxiliaires complémentaires (3, 4, 5). Un premier bloc (3) est associé à une embase (1) et un second (4,5)
est associé à une fiche (2) à accoupler. Le premier bloc (3) est muni d'un pion (31) comportant une rainure longitudinale (3132) et une gorge
dans une zone centrale. Le second bloc comprend deux parties (4, 5), mobiles l'une par rapport à l'autre, la seconde (5) agissant comme levier
élastique (540). Toutes deux comportent un orifice de section complémentaire au pion (31). La gorge emprisonne la partie mobile (5) pour
réaliser un verrouillage. Le pion (31) est muni d'un pas de vis pour fixer l'embase (1) sur un panneau (6). Application notamment aux connecteurs
aéronautiques. <IMAGE>
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