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Abstract (en)
The mechanism has two pairs of jaws (22a,22b; 24a,24b) which reciprocate and lock automatically with a belt (14) when there is a load on it. The
jaws have flat locking surfaces and are linked by guides (50a,50b) situated along the broad faces of the belt in a lengthwise direction. One or both
jaws in each pair has raised side edges so that they form a closed frame for the belt to pass through, and their inner faces are covered by plates (46)
of a material which provides an appropriate degree of adhesion between the jaws and the belt. In addition, the surfaces of the jaws and/or plates can
have projections and/or recesses for extra grip. <IMAGE>

Abstract (fr)
L'invention concerne un appareil de traction ou de levage d'un lien relié à une charge, fonctionnant par deux paires de mâchoires (22, 24), à
mouvement alternatif, notamment suivant le principe d'auto-serrage par la charge et, notamment également, pourvu d'un dispositif de pré-serrage
hors charge et de débrayage simultané des deux paires de mâchoires (22, 24). Les paires de mâchoires (22, 24) ont un profil à surfaces de serrage
plates correspondant aux faces larges d'une sangle souple (14) à profil plat. Deux guides (50a, 50b) sont disposés respectivement le long de
chacune des deux faces larges de la sangle (14) et suivant sa direction longitudinale, de façon à interdire à celle-ci un mouvement de pliure ou de
boucle entre les deux paires de mâchoires (22, 24) lorsque celles-ci se rapprochent l'une de l'autre. <IMAGE>
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