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Abstract (en)
The invention relates to a connection arrangement, particularly an intermodulation-protected coaxial radio-frequency connection arrangement. The
arrangement comprises interconnected connector parts (1, 100), each connector part comprising an outer contact member (3, 103) and an inner
contact member (4, 104), wherein the outer contact members (3, 103) of the connector parts are interconnected and the inner contact members
(4, 104) of the connector parts are interconnected, each connector part comprising a body (2, 102) and the connection arrangement comprising a
clamping construction (201, 202) between the bodies (2, 102). At least one connector part (1) comprises clamping means (7, 7a-7c) offsetting the
inner contact member (4) relative to the body (2) for clamping the inner contact member (4) of said connector part (1) in the axial direction against
the inner contact member (104) of the other connector part (100). <IMAGE>

IPC 1-7
H01R 17/12

IPC 8 full level
H01R 13/646 (2011.01)

CPC (source: EP)
H01R 13/622 (2013.01); H01R 24/40 (2013.01); H01R 24/52 (2013.01)

Designated contracting state (EPC)
CH DE FR GB LI

DOCDB simple family (publication)
EP 0706239 A2 19960410; EP 0706239 A3 19970903; EP 0706239 B1 20010307; DE 69520250 D1 20010412; DE 69520250 T2 20010621;
FI 944666 A0 19941005; FI 96460 B 19960315; FI 96460 C 19960625

DOCDB simple family (application)
EP 95306987 A 19951003; DE 69520250 T 19951003; FI 944666 A 19941005

https://worldwide.espacenet.com/patent/search?q=pn%3DEP0706239A2?&section=Biblio&called_by=GPI
https://register.epo.org/application?number=EP95306987&lng=en&tab=main
http://www.wipo.int/ipcpub/?version=19950101&symbol=H01R0017120000&priorityorder=yes&lang=en
http://www.wipo.int/ipcpub/?level=a&lang=en&symbol=H01R0013646000&priorityorder=yes&refresh=page&version=20110101
http://worldwide.espacenet.com/classification?locale=en_EP#!/CPC=H01R13/622
http://worldwide.espacenet.com/classification?locale=en_EP#!/CPC=H01R24/40
http://worldwide.espacenet.com/classification?locale=en_EP#!/CPC=H01R24/52

