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Abstract (en)
The vacuum cleaner has an impact protection rail (5) extending around at least part of the sidewall (10) of the vacuum cleaner housing, provided by
an elastic carrier part (17), fitting in a reception recess provided by the vacuum cleaner housing and a broader outer cover (18) of a flexible material.
The carrier part is coupled to an air supply with at least one air flow path leading to the cover which allows passage of the supplied air. Pref. the
cover is made of a textile material and the carrier part is made of plastics foam, the impact protection rail fitted between upper and lower parts of the
vacuum cleaner housing.

Abstract (de)
Bei Bodengeräten ist vorgesehen, eine Schutzbandage anzuordnen, um insbesondere bei Staubsaugern einen Schutz gegen Stöße und einen
Schutz von Gegenständen zu gewährleisten. Die Bandage erstreckt sich entlang mindestens eines Teiles einer Seitenwandung in Umfangsrichtung
der Schutzbandage. Die Schutzbandage (5) ist mit einem Tragkörper versehen, der aus einem elastischen oder elastisch kompressiblen Material
gebildet ist und im Bereich seiner der Seitenwandung abgewandten Ausdehnung mit einer Abdeckung aus einem flexiblen Material versehen ist.
Durch die Schutzbandage wird eine große Ausströmfläche bereitgestellt, die zur Ableitung von Abluft genutzt wird. Durch die großflächige Ableitung
der Abluft wird sowohl eine gute Schalldämmung als auch eine gute Filterwirkung bereitgestellt. <IMAGE>
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