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Abstract (en)
The lift has a car (10), and a counterweight (15) which runs between the guide rails (7,8) for the car. The lift is suspended in a shaft (1) and driven
by a cable system (25a,25b,26a,26b), with each cable having one end connected to the car, and the other end being secured in an upper region
of the shaft. The counterweight has two coaxial pulleys (20,21), and a pair of pulleys with neighbouring parallel axles is mounted on an upper
crossbeam (6) of the lift frame (4). Each pulley carries an equal number of cables, and the ends of the cables which support the car, are fixed
symmetrically wrt. its central longitudinal plane, at the lateral ends of the car guide.

Abstract (de)
Gegenstand des Patents ist ein Aufzug mit einem an einem Gestell rucksackgeführtem Fahrkorb 10 und einem Gegengewicht 15, das über einen
Seilzug mit dem Fahrkorb verbunden ist. Dabei sind auf dem Gegengewicht zwei gleichachsige Rollen 20, 21 und an dem oberen Querträger 6 zwei
achsparallele Rollen 16, 18 nebeneinander angeordnet, und eine gleiche Anzahl von Seilen ist um je eine Rolle auf dem Gegengewicht und an dem
Querträger geführt, wobei die an dem Führungsteil des Fahrkorbs angreifenden Seilenden symmetrisch zur Mittellängsebene des Fahrkorbs an den
seitlichen Enden des Führungsteils festgelegt sind. Die Einzelseile 25a, 25b, 26a, 26b verlaufen über ihre gesamte Länge parallel zueinander in
einer Ebene innerhalb des den Fahrkorb 10 und das Gegengewicht 15 führenden Gestells 4. <IMAGE>
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