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Abstract (en)
[origin: US5588881A] A terminal block and removable electronic module assembly is provided having a movable disconnect member that is
displaceable relative to the module between engaged and disengaged positions in which an electronic component carried by the module is
electrically connected and disconnected, respectively, relative to terminals carried by the terminal block member. When the disconnect member is in
the disconnect position, the electronic module may be tested by a test plug external of the module housing.

Abstract (de)
Bei diesem Anschlußklemmenblock (1) und damit elektrisch und mechanisch steckverbindbarem Elektronikmodul (7) ist in der
Steckverbindungszone zwischen diesen beiden Baugruppen ein Trennstück (9) zwischen einer Schließ- und einer Trennstellung am unteren
Wandungsbereich des Elektronikmodulgehäuses (8) verlagerbar gehalten, daß sowohl die elektrischen Steckverbinder (10) des Elektronikmodules
(7) zu seiner elektrischen Verbindung mit Steckanschlüssen (6) des Anschlußklemmenblockes (1), wie auch Prüfsteckeranschlüsse (11) beinhaltet.
In der Schließstellung bewirkt das Trennstück (9) die elektrisch leitende Verbindung zwischen der Elektronik des Elektronikmodules (7) und in
entsprechenden Anschlüssen im Anschlußklemmenblock (1). In der Trennstellung ist diese Verbindung unterbrochen und es kann die Elektronik des
Elektronikmodules (7) mittels in die Prüfsteckeranschlüsse (11) eingesteckter Prüfstecker (12) geprüft werden. <IMAGE>
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