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Abstract (en)
The heat exchanger has fixed or circulating storage masses (3), and at least one turning cleaning device. The free end of the turning arm (14) of this
device, which is also a blowing tube, has an offset part with at least two blowing jets (19). It enables a constant consumption of the blowing gas to
be maintained over the entire annular cross-section of the storage masses. These two jets are radial to each other when the arm is turned inwards,
and tangential to each other when it is turned outwards. The offset (16) runs at an angle (18) to the turning arm fitting the radius of curvature (17) of
the external cross-section of the storage masses.

Abstract (de)
Ein Regenerativ-Wärmetauscher (1) für sich im Wärmetausch befindende gasförmige Medien, mit feststehenden oder umlaufenden Speichermassen
(3,4) und wenigstens einer diesen zugeordneten, in Bezug auf den Ringquerschnitt der Speichermassen von innen nach außen bzw. umgekehrt
verschwenkbaren Reinigungseinrichtung, bei dem das freie Ende eines als Blasrohr ausgeführten Schwenkarms (14) der Reinigungseinrichtung
mit einer mindestens zwei Blasdüsen (19) aufweisenden Kröpfung (16) ausgebildet ist, ermöglicht über den gesamten Ringquerschnitt der
Speichermassen (3,4) einen konstanten spezifischen Verbrauch des Blasmittels. <IMAGE>
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