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Abstract (en)
[origin: DE4443043C1] The blind consists of several horizontal lamellae articulately connected to one another and wound on to a shaft. A
multicomponent suspension for the blind on the shaft consists of articulately connected stop components and a coupling component. The stop
components (1) and the coupling component (6) at the upper end have a lug formation and the stop components also have at the lower end an
indent. The lug formations of the coupling components and the stop components engage in the indents of the adjoining stop components. The
coupling component at its upper side has a notch.

Abstract (de)
Hochschiebesicherung für Rolladen und Rolltore mit einem auf einer Welle aufwickelbaren, aus gelenkig miteinander verbundenen
Rolladenlamellen bestehenden Rolladenpanzer, wobei eine mehrgliedrige Aufhängung für den Rolladenpanzer an der Welle aus gelenkig
miteinander verbundenen Elementen vorgesehen ist, dadurch gekennzeichnet, daß die Elemente (1,6) der Aufhängung (7) Sperrglieder (1) und
ein Kupplungsglied (6) umfassen, daß die Sperrglieder (1) und das Kupplungsglied (6) am oberen Ende eine Nase (3) und die Sperrglieder (6)
außerdem am unteren Ende eine Einbuchtung (2) aufweisen und daß die Nasen (3) des Kupplungsgliedes (6) und der Sperrglieder (1) in die
zugeordneten Einbuchtungen (2) der jeweils benachbarten Sperrglieder (1) eingreifen. Das Kupplungsglied (6) weist an seiner Oberseite eine
Einkerbung (9) auf. <IMAGE>
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