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Abstract (en)
[origin: US5623771A] A steam moistening apparatus includes a housing with a steam connection, wherein a steam blow chamber is arranged in the
housing. The steam blow chamber has an external wall in common with the housing and the external wall is provided with steam outlet openings.
A distribution duct to which steam can be admitted and which is continuously surrounded by steam on all sides is arranged in the interior of the
housing of the steam moistening apparatus. The distribution duct is in communication with the steam blow chamber through several supply lines
which are distributed over the length of the housing.

Abstract (de)
Es wird eine Dampfbefeuchtungseinrichtung (1) angegeben mit einem Gehäuse (2), das einen Dampfanschluß (16, 21) aufweist und in dem eine
Dampfblaskammer (6) angeordnet ist, die mit dem Gehäuse (2) eine gemeinsame, mit Dampfaustrittsöffnungen (7) versehene Außenwand (5)
aufweist. Eine derartige Dampfbefeuchtungseinrichtung soll auch ohne zonenweise Steuerung zuverlässig betrieben werden können, insbesondere
soll vermieden werden, daß Wassertröpfchen durch die Dampfaustrittsöffnungen austreten. Hierzu ist im Inneren (3) des Gehäuses (2) ein mit
Dampf beschickbarer, allseits von Dampf umgebener Verteilkanal (9) angeordnet, der mit der Dampfblaskammer (6) über mehrere, über die Länge
des Gehäuses (2) verteilte Versorgungsleitungen (8) in Verbindung steht. <IMAGE>
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