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Abstract (en)
At least one support rail (2) is fixed to the wall, and supports (7) are positioned between the bath or tray (1) and the floor (5). The surfaces of the
wall and or of the support rail, facing the rim (8), are coated with a sound-deadening layer (9). The supports (7) have at least one sound-deadening
insulating element, a sound-deadening profiled element (13) is positioned between the rim and the facing part of a supporting wall (4) under the rim.
A wall side, L-shaped sound-deadening element (11) si between the wall (3) and the facing part of the rim.

Abstract (de)
Trägersystem für Bade- oder Duschwannen, die mit einem insbesondere umlaufenden Wannenrand versehen sind, mit zumindest einer wandseitig
befestigbaren Tragschiene und zwischen Wanne und Boden vorsehbaren Stützorganen, bei dem die dem Wannenrand zugewandten Flächen der
Wand und/oder der Tragschiene zumindest bereichsweise mit einer Schallentkopplungsschicht belegt sind, daß die Stützorgane zumindest ein
schallentkoppelndes Dämmelement aufweisen, und daß ein schallentkoppelndes Profilelement vorgesehen ist, welches zwischen dem Wannenrand
und dem ihm zugewandten Bereich einer unterhalb des Wannenrandes errichtbaren Stützwand positionierbar ist. <IMAGE>
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