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Abstract (en)
The holder (1) is fitted to the cover (19) of door closing equipment (26), and has at least one retaining spring (13,14,13a,14a) which engages with
the equipment when it is installed, in order to support the cover on the equipment. The installed cover is unable to rotate relative to the equipment. If
the equipment is mounted on a base surface, the cover may also be supported against this. The springs may support the cover under tension, and if
the equipment is cylindrical, they may each have a tongue which engages with the cylindrical surface at separate points around its circumference.

Abstract (de)
Im Falle bekannter Haubenhalter an Abdeckhauben für Türschließergehäuse, welche in Einbaulage an der Abdeckhaube sowie an dem
Türschließergehäuse gehalten sind und wenigstens eine Haltefeder zum Abstützen der Abdeckhaube an dem Türschließergehäuse aufweisen,
besteht ein Verbesserungspotiential sowohl hinsichtlich der durch den Haubenhalter bedingten Montagefreundlichkeit der Abdeckhaube als auch
hinsichtlich deren mit dem Haubenhalter erzielten Lagefixierung. Zu dem genannten Zweck ist bei der Neuerung vorgesehen, daß die Abdeckhaube
(19) an dem Türschließergehäuse (26) drehfest gelagert und die Haltefeder(n) (13, 14; 13a, 14a) in Einbaulage an dem Türschließergehäuse (26)
verrastet ist (sind). <IMAGE>
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