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Abstract (en)
The two identical locking elements are positioned from each side of the panel (9) through pairs of holes. The support plates for the hinge arms are
placed over the locking elements via slotted holes and the whole system is secured by screws fitted from each side. One screw of each pair secures
the locking element while the other screw secures the support plate. The hinge arms are secured to the raised sections of the support plates. The
slots in the support plates provide some degree of alignment of the hinge arms.

Abstract (de)
Die Erfindung betrifft ein Montageplattenpaar zur Befestigung von Scharnierarmen von Möbelscharnieren o. dgl., bestehend aus zwei Basisplatten
(1) mit rechtwinklig auf diesen stehenden und in Durchgangsbohrungen (7, 8) einer Wand (9) von einander gegenüberliegenden Seiten her
einsetzbaren, mit Bohrungen (3, 4) versehenen zylindrischen Fortsätzen (5, 6) und aus zwei jede der Basisplatten (1) zumindest teilweise
übergreifenden oder überdeckenden Deckplatten mit aus Langlöchern (27, 28) bestehenden Befestigungsbohrungen, die ihrer Länge nach auf einer
gemeinsamen Mittellinie (29) liegen und in die in die Bohrungen (3, 4) der Fortsätze (5, 6) greifende Schrauben (34, 40) einschraubbar sind, von
denen jeweils eine Schraube (34) im eingeschraubten Zustand eine der Bohrungen (3) durchsetzt. <IMAGE>
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