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Abstract (en)
The web(24) of packing material and/or the blanks are provided with hot melt glue in the area of the packing machine, and for further transportation
of the web or blanks this hardens and is then activated by heating directly during the folding of the blanks or after it, and finally the fold and closing
flaps are glued together by bearing pressure upon them. The strips and areas of glue are applied during a transportation phase of the cycle fed web.

Abstract (de)
Verfahren und Vorrichtung zum Herstellen von Verpackungen (10) mit einer Umhüllung (12), die mit Leimstellen im Bereich von Faltlappen
und Wandungen versehen ist. Beim Anbringen von Umhüllungen (12) für Gegenstände, insbesondere Packungsgruppen (29), aus Papier oder
ähnlichen Werkstoffen sind Faltlappen, Schließlappen und Wandungen durch Leim miteinander zu verbinden. Die Zuschnitte für die Umhüllung
(12) werden von einer fortlaufenden Bahn (24) abgetrennt. Auf die Bahn (24) werden Leimstellen, nämlich Leimstreifen und Leimbereiche,
während der Förderbewegung durch ein feststehendes Leimaggregat (41) aufgetragen. Als Leim wird ein Hotmelt-Material verwendet, welches
nach dem Auftragen auf die Bahn (24) aushärtet und im Bereich von Faltaggregaten, insbesondere von Faltrevolvern (30) bzw. im Bereich eines
Packungsturms (36) durch Wärme aktiviert wird. <IMAGE>
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