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Abstract (en)
Part of the holes (4) which are located in the bricks (1) is provided with dowel (5) which consists of two areas, one being the insert area and the
other the push-in shaft. The insert area is fixed so that it can freely play in the brick whilst the push-in shaft projects over the brick contour so that
another brick (1) with respecting holes can be placed over the projecting shaft. The dowel is inserted so that its shaft has play relative to the hole
in the brick fitted above. The surfaces facing the adjoining bricks have a seam covering, foam or similar. The seam covering can have double-sided
adhesive.

Abstract (de)
Mit einem Dübel zum Einsatz in einem Verfahren zum Zusammenfügen von wenigstens an ihrer Ober- und Unterseite definierte Löcher (4)
aufweisenden Steinen (1), wie Sandsteinen, Klinkern od. dgl., soll eine Lösung geschaffen werden, mit der ein Zusammenfügen von Steinen zu
Wänden mörtelfrei möglich ist oder die einzusetzenden Verbundmassen auf ein sehr geringes Maß reduziert werden können, ggf. nur zum Verfugen
herangezogen werden. Dies wird dadurch erreicht, daß wenigstens ein Teil der in den Steinen (1) befindlichen Löcher (4) mit zwei Bereiche
(E,S) aufweisenden Dübeln (5) versehen wird, mit einem im Stein (1) spielfrei befestigten Einsteckbereich (E) und einem über die Steinkontur
hinausragenden Steckschaft (S), wobei ein zu verbindender Stein (1) mit einem seiner Löcher (4) über den Steckschaft (S) gestülpt wird. <IMAGE>
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