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Abstract (en)
The remote control device includes a reducer motor which has a container (12) with a lower reducer motor assembly (14) and an upper electric
motor (16). The unit is remotely operated to provide open and closed positions for the circuit breaker. A centrifugal gearing (18) mechanically
connects to two units. It consists of a rotating section (26) engaging the upper and lower sections and a static sleeve section (52) into which it fits.
The centrifugal gearing protrusion (36) slots into the sleeve section.

Abstract (fr)
Un dispositif de télécommande comporte un motoréducteur 14 à embrayage centrifuge 18 comprenant : un rotor (26) à masselottes (28, 30)
constituant l'élément menant équipé d'un insert (36) saillant de forme tubulaire, dans lequel est emmanché l'axe (24) rotatif du moteur (16), une
cloche (32) formant l'élément mené, séparé du rotor (26) par un intervalle annulaire, et comprenant des moyens d'entraînement coopérant avec les
masselottes (28, 30) sous l'effet de la force centrifuge, et une protubérance (52) axiale solidaire de la cloche (32), et ayant un trou 54 borgne pour
le logement en porte-à-faux de l'insert (36) du rotor (26), la surface latérale externe de ladite protubérance (52) étant pourvue d'un pignon (56) de
commande du réducteur de vitesse. <IMAGE>
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