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Abstract (en)
[origin: EP0806532A2] A latch assembly for a vehicle hood comprises a latch (2) for receiving and releasably retaining a striker pin (3) by the co-
operation of a latching member in the latch (2) with a head (4) on the pin (3). The latch (2) comprises a body (10,11) having a bore (13) in which
the striker pin (3) is adapted to be received, and the latch member comprises a resilient member (23) which is chordal to the bore (13) at least in a
retaining position in which the member (23) co-operates within the head (4) to retain the striker pin (3) in the latch (2). A release ring (15) rotatable
about the axis of the bore (13) carries abutment means (24,25) for co-operation with the member (23) to move it away from the bore (13) and
release it from the striker pin (3). <IMAGE>

IPC 1-7
E05B 65/19

IPC 8 full level
E05B 65/19 (2006.01); E05C 19/06 (2006.01); E05B 15/02 (2006.01); E05B 15/04 (2006.01); E05B 17/00 (2006.01)

CPC (source: EP)
E05B 83/24 (2013.01); E05B 17/0037 (2013.01); E05B 2015/0235 (2013.01); E05B 2015/0486 (2013.01)

Citation (search report)
• [E] EP 0789122 A1 19970813 - TUB SA [ES]
• [X] US 3601434 A 19710824 - FARGO DONALD E, et al
• [X] US 5172945 A 19921222 - DOHERTY TERENCE M [US], et al
• [A] GB 1282344 A 19720719 - BLOXVICH LOCK STAMPING
• [A] US 3186746 A 19650601 - SPENCER ATTWOOD WILLIAM, et al
• [A] GB 1283153 A 19720726 - BLOXVICH LOCK STAMPING
• [A] EP 0420684 A2 19910403 - BLOXWICH ENG [GB]

Cited by
DE102007055413B4; EP1111175A1

Designated contracting state (EPC)
DE ES FR IT SE

DOCDB simple family (publication)
EP 0806532 A2 19971112; EP 0806532 A3 19990317; JP H1046899 A 19980217

DOCDB simple family (application)
EP 97303132 A 19970508; JP 11986097 A 19970509

https://worldwide.espacenet.com/patent/search?q=pn%3DEP0806532A3?&section=Biblio&called_by=GPI
https://register.epo.org/application?number=EP97303132&lng=en&tab=main
http://www.wipo.int/ipcpub/?version=19950101&symbol=E05B0065190000&priorityorder=yes&lang=en
http://www.wipo.int/ipcpub/?level=a&lang=en&symbol=E05B0065190000&priorityorder=yes&refresh=page&version=20060101
http://www.wipo.int/ipcpub/?level=a&lang=en&symbol=E05C0019060000&priorityorder=yes&refresh=page&version=20060101
http://www.wipo.int/ipcpub/?level=a&lang=en&symbol=E05B0015020000&priorityorder=yes&refresh=page&version=20060101
http://www.wipo.int/ipcpub/?level=a&lang=en&symbol=E05B0015040000&priorityorder=yes&refresh=page&version=20060101
http://www.wipo.int/ipcpub/?level=a&lang=en&symbol=E05B0017000000&priorityorder=yes&refresh=page&version=20060101
http://worldwide.espacenet.com/classification?locale=en_EP#!/CPC=E05B83/24
http://worldwide.espacenet.com/classification?locale=en_EP#!/CPC=E05B17/0037
http://worldwide.espacenet.com/classification?locale=en_EP#!/CPC=E05B2015/0235
http://worldwide.espacenet.com/classification?locale=en_EP#!/CPC=E05B2015/0486

