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Abstract (en)
[origin: EP0810043A1] The rolling stand assembly for single line rolling consists of a row of housings (6, 7). Each of the housings accommodates
a pair of roll shafts and their drive. The housings are provided with side flanges, are oriented at an angle relative to the rolling line in an alternating
manner, and are mounted on a support structure consisting of a base plate (3) and pairs of vertical support plates (1, 2) with seating surfaces (1a,
2a). Stiffening ribs (5) are positioned between the vertical support plates. The ribs (5) are joined to the base plate (3) and to the side surfaces of the
vertical support plates. The stiffening ribs (5) take the form of a symmetrically bent plate whose parallel edges (5a) are joined to the base plate (3)
while its angled edges are joined to the side surfaces of the support plates (1, 2). The outer surfaces of the stiffening ribs are distanced from the
outer surfaces of the housings (6, 7). The seating surfaces (1a, 2a) lie in a plane which is parallel to the horizontal middle rolling plane. The side
flanges of the housings (6, 7) consist of sections (8a, 8b; 9a, 9b) oriented at right angles to one another. The ribs (5) can function as chute surfaces
for scale. The cavities bounded by the base plate, the ribs and the vertical support plate can be filled with a solidifying material such as concrete.
Such filler material can be reinforced with elements joined to the inner surface of the ribs, the base plate or the vertical support plates.
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