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Abstract (en)
In the system to control the operation of a carding appts., the rollers in the doffer zone are powered by one motor (M1) and the carded web laying
is driven by a further motor (M3). A microprocessor (MC) alters the delivery speed, to give an automatic change in the drafting action between
powered rollers, with a higher drafting in the prodn. mode than in the inching mode for threading through.

Abstract (de)
Vorrichtung zur Produktionssteuerung an einer Karde, bei der Walzen des Abnehmerbereichs durch zwei Elektromotoren (M1,M2), vorzugsweise
durch einen Elektromotor (M1), und die Bandablage durch einen weiteren Elektromotor (M3) angetrieben sind und ein Mikroprozessor (MC) bei
Änderung der Liefergeschwindigkeit entsprechend selbsttätig einen geänderten Verzug zwischen den gesondert angetriebenen Walzen einstellt.
Diese Vorrichtung zeichnet sich dadurch aus, dass ein gegenüber dem Einfädelmodus im Produktionsmodus höherer Verzug eingestellt wird.
Vorzugsweise treibt der Motor (M1) die Auslaufwalzen (4,5) und die Stufenwalze (7) an und der Verzug wird zwischen diesen Walzen mittels einer
umschaltbaren mechanischen Umsetzungseinheit (UE)(13), z.B. einer Zahnkupplung eingestellt. <IMAGE>
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