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Abstract (en)
A modular bimetallic structure body (1) is provided having on its ends couple of ducts (2) with screw threads (3) having centrally the mouths (4) of
a couple of parallel steel pipes (5) symmetrically convergent at their ends. Said couple of steel pipes integrated into the aluminium structure itself
and forming fitting carrier pipe of the canalization. Said modular element with body (1) carried out starting from a preliminary steel strucutre (6) to be
placed in a pressure die-casting mould to obtain the working bodies where the end parts (7) of the preliminary structure (6) come out centrally from
the smooth wall ducts (2). Then on the working line (8), with an intermediate feed, the above stated working bodies step in a sequence one after
the other in the shearing station (9), on a bearing (10), where a couple of oleodynamic cylinders (11) let simultaneously progress the shearing tools
(12) into ducts (2) cutting the end parts (7) and discharge them through the openings (13). A working body is thus formed having in the ducts (2) the
mouths of the steel fitting carrier pipes. On te working line (8) the bodies thus obtained reach another working station where the screw thread (3) is
operated in the ducts (2). <IMAGE>

IPC 1-7
F28F 21/08; F28F 9/26; B22D 19/00

IPC 8 full level
B22D 19/00 (2006.01); F24H 3/06 (2006.01); F28F 9/26 (2006.01); F28F 21/08 (2006.01)

CPC (source: EP)
B22D 19/0063 (2013.01); F28F 9/266 (2013.01); F28F 21/088 (2013.01)

Citation (search report)
• [X] IT 1186825 B 19871216
• [A] EP 0481154 A1 19920422 - S I R A SRL [IT]
• [A] FR 1013149 A 19520723

Cited by
RU2728258C2; CN113210586A; EP1935535A3; EP1066909A1; ITMI20121977A1; WO2016103086A1; EP0984241A1; WO2014080363A1;
EP1043560A1

Designated contracting state (EPC)
AT BE CH DE DK ES FI FR GB GR IE IT LI LU MC NL PT SE

DOCDB simple family (publication)
EP 0816791 A1 19980107; RO 117875 B1 20020830; RU 2157496 C2 20001010; TR 199700590 A2 19980121; TR 199700590 A3 19980121

DOCDB simple family (application)
EP 96830380 A 19960704; RO 9701205 A 19970630; RU 97113371 A 19970704; TR 9700590 A 19970704

https://worldwide.espacenet.com/patent/search?q=pn%3DEP0816791A1?&section=Biblio&called_by=GPI
https://register.epo.org/application?number=EP96830380&lng=en&tab=main
http://www.wipo.int/ipcpub/?version=19950101&symbol=F28F0021080000&priorityorder=yes&lang=en
http://www.wipo.int/ipcpub/?version=19950101&symbol=F28F0009260000&priorityorder=yes&lang=en
http://www.wipo.int/ipcpub/?version=19950101&symbol=B22D0019000000&priorityorder=yes&lang=en
http://www.wipo.int/ipcpub/?level=a&lang=en&symbol=B22D0019000000&priorityorder=yes&refresh=page&version=20060101
http://www.wipo.int/ipcpub/?level=a&lang=en&symbol=F24H0003060000&priorityorder=yes&refresh=page&version=20060101
http://www.wipo.int/ipcpub/?level=a&lang=en&symbol=F28F0009260000&priorityorder=yes&refresh=page&version=20060101
http://www.wipo.int/ipcpub/?level=a&lang=en&symbol=F28F0021080000&priorityorder=yes&refresh=page&version=20060101
http://worldwide.espacenet.com/classification?locale=en_EP#!/CPC=B22D19/0063
http://worldwide.espacenet.com/classification?locale=en_EP#!/CPC=F28F9/266
http://worldwide.espacenet.com/classification?locale=en_EP#!/CPC=F28F21/088

