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Abstract (en)
The probe tube (4) is inserted into the lumen of the stomach and has a retainer member (13) at the distal end. The holder (1) is placed externally on
the abdominal wall. The probe tube is enclosed by a flexible outer tube. The two tubes are joined at their distal ends and axially movable in relation
to each other and can be fixed in different positions. The outer tube has peripherally distributed lengthwise slits for splaying out the retainer member.
At least the slotted part of the outer tube is enclosed by a flexible sheath.

Abstract (de)
Ein Katheter für die perkutane enterale Ernährung weist einen in das Magenlumen einführbaren Sondenschlauch (4) zum Zuführen einer Nährlösung
und ein Halteteil (1) auf, das von außen auf die Bauchdecke auflegbar ist. Der Sondenschlauch (4) wird von einem flexiblen Außenschlauch
(7) umschlossen, der an seinem distalen Ende mit dem distalen Ende des Sondenschlauchs verbunden ist. Der Außenschlauch (7) ist mit
umfangsmäßig verteilt angeordneten Längsschlitzen (11) versehen. Sondenschlauch (4) und Außenschlauch (7) sind axial gegeneinander
verschiebbar und in unterschiedlichen Stellungen arretierbar. Wenn der Sondenschlauch gegenüber dem Außenschlauch oder umgekehrt
verschoben wird, spretzen sich die geschlitzten Bereiche des Außenschlauchs nach außen auf, wodurch ein Rückhalteglied gebildet wird, mit dem
sich der Katheter sicher an der Wandung des Magens abstützen kann. <IMAGE>
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