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Abstract (en)
The device contains a computer and at least one monitor driven by the computer for the display of operating screen masks (9) with indicating
and control fields (14,15,20) associated with the individual seats in the vehicle. The fields are positioned in the screen mask to corresp. to the
arrangement of the seats in the vehicle and to indicate their occupancy status. The computer has a memory in which the occupancy state of each
seat is stored and which controls the indication and control fields in the screen mask depending on the value of occupancy state of the corresp. seat.
Occupancy can be indicated using different colours.

Abstract (de)
Die erfindungsgemäße graphische Bedieneinrichtung dient zur Anzeige- und/oder Steuerung der Belegung von Plätzen in einem Verkehrsmittel,
insbesondere den Sitzplätzen in einem Zug, und weist einen Computer und mindestens einen davon angesteuerten Monitor auf. Dieser dient
zumindest zur Anzeige von Bildschirmbedienmasken (1,9,23), die bedienbare und den jeweiligen Plätzen im Verkehrsmittel zugeordnete Signal-
und Steuerfelder (14,15,20) aufweisen, welche in der Bildschirmbedienmaske (1,9,23) wiederum entsprechend der Anordnung der Plätze im
Verkehrsmittel positioniert sind und die deren Belegungsstatus anzeigen. <IMAGE>
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