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Abstract (en)
The bolt gun is cartridge fired with the cartridges (24) on a slide feed (25). The bolts are supplied in another slide feed (6) which passes through the
spring loaded guide (3) at the head of the gun. To operate the gun it is pressed onto the work surface, with the sprung head depressed axially, until
the gun can be fired. The axial movement of the sprung head operates a tilt lever (8) which swings into the path of the bolt magazine and hold it.
This prevents the next bolt being moved into the firing position until the gun is pulled back from the work surface, at which point the firing is blocked
until the gun is pressed back onto the work surface.

Abstract (de)
Das pulverkraftbetriebene Setzgerät weist ein Gehäuse (1) und eine setzrichtungsseitige Stimseite (2) des Gehäuses (1) überragende,
gegenüber dem Gehäuse (1) axial versetzbare Bolzenführung (3) auf. Die Bolzenführung (3) besitzt einen im wesentlichen senkrecht zu dessen
Längserstreckung verlaufenden Führungskanal (4) für ein federbelastetes, streifenförmiges Befestigungselementemagazin (6) mit seitlichen
Ausnehmungen (31). An der Bolzenführung (3) ist ein mit dem Gehäuse (1) zusammenwirkender, schwenkbarer Hebel (8) angeordnet, der beim
Versetzen der Bolzenführung (3) zum Gehäuse (1), in die Projektion der lichten Querschnittsfläche des Führungskanals (4) schwenkbar ist.
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