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Abstract (en)
The tool comprises a body (1) with a processing station (2), and a toggle lever mechanism (3) with drive (4) to stretch or contract the mechanism.
The mechanism has at least three links (5,6,7), located in a row. The central link is turned by the drive about an axis (13) between its ends. The axis
is moveable in a guide track within the tool body, which extends in the longitudinal direction of the mechanism. The drive consists of a drive lever
(18) coupled to the central link. Both tool body and drive lever merge into a hand grip (19,20).

Abstract (de)
Ein Werkzeug gemäß der Erfindung enthält einen Werkzeugkörper (1), eine Bearbeitungsstation (2) sowie einen dazwischenliegenden Mehrfach-
Kniehebelmechanimus (3) zum Antrieb der Bearbeitungsstation (2). Der Mehrfach-Kniehebelmechanimus (3) enthält mindestens drei in Reihe
liegende Gelenkglieder (5, 6, 7), wobei ein mittleres Gelenkglied (6) um eine Achse (13), die zwischen seinen beiden Enden liegt, drehbar ist. Die
Achse (13) ist ferner in Längsrichtung des Kniehebelmechanismus (3) gleitend verschiebbar, wobei eine Verschiebung der Achse (13) bei Streckung
und Zusammenziehen des Kniehebelmechanismus (3) erfolgt. Der Antrieb des mittleren Gelenks (6) des Kniehebelmechanimus (3) erfolgt im
bevorzugten Ausführungsbeispiel mittels eines Antriebshebels (18), der in einen Handgriff (19) übergeht. <IMAGE>
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