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Abstract (en)
[origin: EP0851193A2] Paint drying apparatus, for example, for a vehicle body (1) comprises an overhead travelling gantry (10) with side pillars (13
and 14) and an overhead beam (16) the gantry carries overhead heating panels (15, 17, 18) and upright heating panels on the pillars (13 and 14).
The apparatus has moving parts to enable the heating panels to approach to approximately 20cm of all surfaces of the vehicle body (1), and the
gantry carries a sensor which upon an initial pass produces electrical signals representative of the shape of the vehicle body (1) and transmits them
to a computer adapted, on a second pass, to place the heating panels progressively into close proximity with all surfaces of the vehicle body (1) thus
to effect uniform heating and to ensure even drying of the paint on all surfaces. Considerable energy savings and improved drying performance are
ensured by the accurate placement of the heating panels with respect to the surface profile of the vehicle body (1). <IMAGE>

IPC 1-7
F26B 3/30

IPC 8 full level
F26B 3/30 (2006.01)

CPC (source: EP)
F26B 3/30 (2013.01); F26B 2210/12 (2013.01)

Citation (search report)
• [Y] US 2841684 A 19580701 - MISKELLA WILLIAM J
• [Y] EP 0507757 A1 19921007 - NOWAC INC AS [NO]
• [A] EP 0569200 A1 19931110 - BGK FINISHING SYSTEMS INC [US]
• [A] FR 2416059 A1 19790831 - AMIAUT JEAN [FR]
• [PA] GB 2306210 A 19970430 - TRISK EDWIN SYSTEMS LTD [GB]
• [A] DE 4330453 A1 19950316 - HERAEUS NOBLELIGHT GMBH [DE]
• [A] EP 0095717 A1 19831207 - PICOT ERNEST
• [A] DE 19503775 C1 19960314 - BURKAMP EN UND ANLAGENTECHNIK [DE]
• [A] US 2387516 A 19451023 - JOHN KAMINSKI
• [A] DE 2728825 A1 19790118 - KESTING LORENZ

Cited by
EP1602413A3; EP3007834A4; ITPD20080216A1; ITPI20130035A1; US6718128B2; EP1867941A1; EP2794127A4; CN100460790C;
EP2184572A1; ITFI20080220A1; US6731866B2; EP2184573A1; ITFI20080222A1; EP2177852A1; US6735379B2; WO2005011878A2;
WO2005011878A3; WO2005116556A1; WO2011154141A1; US8291610B2; WO02084191A1; WO02095311A1; EP1602413A2

Designated contracting state (EPC)
AT BE CH DE DK ES FI FR GB GR IE IT LI LU MC NL PT SE

DOCDB simple family (publication)
EP 0851193 A2 19980701; EP 0851193 A3 19981111; EP 0851193 B1 20031022; AT E252716 T1 20031115; DE 69725686 D1 20031127;
GB 9626965 D0 19970212

DOCDB simple family (application)
EP 97310726 A 19971222; AT 97310726 T 19971222; DE 69725686 T 19971222; GB 9626965 A 19961227

https://worldwide.espacenet.com/patent/search?q=pn%3DEP0851193A3?&section=Biblio&called_by=GPI
https://register.epo.org/application?number=EP97310726&lng=en&tab=main
http://www.wipo.int/ipcpub/?version=19950101&symbol=F26B0003300000&priorityorder=yes&lang=en
http://www.wipo.int/ipcpub/?level=a&lang=en&symbol=F26B0003300000&priorityorder=yes&refresh=page&version=20060101
http://worldwide.espacenet.com/classification?locale=en_EP#!/CPC=F26B3/30
http://worldwide.espacenet.com/classification?locale=en_EP#!/CPC=F26B2210/12

